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PEAK 1 SPECIFICATIONS
BASE AND LID SIZE:  NOMINAL 8” ROUND
HATCH DESIGN: JT-8.1
BOLT PATTERN:  16 HOLES AT 10 3/8” CIRCLE (API) (RECOMMENDED TORQUE 16-18 FT-LBS)

CONSTRUCTION:  ALL TEFLON COATED ALUMINUM CASTINGS
SYSTEM OPERATIONS:  SPRING LOADED PRESSURE AND VACUUM
STANDARD SETTINGS:  4 OZ. PRESSURE 0.4 OZ. VACUUM
OPTIONAL PRESSURE SET: 6OZ, 8OZ, 12OZ, 14OZ, AND 16OZ
INTERNAL PARTS:  ALL STAINLESS STEEL
PRESSURE GASKET:  BLUE VITON® WRAP-A-ROUND
VACUUM GASKET: BLUE VITON® FLAT
BASE GASKET: BLACK VITON® INCLUDED

APPROXIMATE SHIPPING WEIGHT: 12 LBS  •  VITON® IS A REGISTERED TRADEMARK OF DUPONT DOW ELASTOMERS

JAYCO
JAY COURTNEY COMPANY, INC

MADE IN THE USA

JAYCO THIEF HATCH
PEAK 1

THE JAYCO PEAK 1 THIEF HATCH IS DESIGNED WITH OUR NEW BLUE VITON® WRAP-A-ROUND 
PRESSURE GASKET FOR OUR BEST DURABILITY AND SEALING. THE PEAK 1 COMES COMPLETE 
WITH VITON® GASKETS AND STAINLESS STEEL PARTS. THE LID, BASE AND INTERNAL PLUNGER 
ARE TEFLON COATED MAKING THIS HATCH SUITABLE FOR DEMANDING ENVIRONMENTS. JAYCO 
PEAK 1 THIEF HATCHES ALLOWS LESS THAN 1.0 CFH @ 90% OF SET PRESSURE. 

NEW BLACK TEFLON COATING


